
Features:

‧Pressure Rating: ANSI Class 150

‧End Flange Standard: ANSI B16.5 / EN1092 PN10 / 16 / JIS

‧With ISO5211 Mounting Pad

‧Blow-out  Proof Stem / Full Port

‧Lever Operated / Gear Operated

Material:

Size Φd K H L

1/2" 15 145 73 108

3/4" 20 145 79 117

1" 25 165 91 127

1-1/4" 32 165 94 140

1-1/2" 38 230 113 165

2" 50 230 122 178

2-1/2" 65 230 144 190

3" 80 320 151 203

4" 100 320 165 229

5" 125 514 193 356

6" 152 514 213 394

8" 200 498 302 457

10" 250 498 347 533

(FOR REFERENCE ONLY)

HL

‧Design Standard: ANSI B16.34

Seat (By Air) 85 PSI

(FOR REFERENCE ONLY)

Test Pressure:

Shell (By Water) 450 PSI

Seat (By Water) 350 PSI

(FOR REFERENCE ONLY)

Body & Cover WCB / SUS 304 / 316

PTFE(5"-10" PTFE+15%GF)

SUS 304 / 316

SUS 304 / 316

‧Size Range: 1/2" ~ 10"

Stem

 Flanged Ball Valve 

佛冷式球閥
Model: FPB

Subject

‧Face to Face Standard: ASME B16.5

Ball

Seat

‧Working Temperature: -20℉ ~ 450℉

Handle C.I.

Material

Tel: (+852) 23887282

Every effort has been made to ensure that the information contained in this publication is accurate at the time of publishing. Hoi Luen Hardware Co. Ltd assumes

no responsibility or liability for typographical errors or omissions or for any misinterpretation of the information within the publication and reserves the right to

change without notice.
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